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NOTES:
1. Materials
1.1 Terminal Parts :
RJ Terminal : Phosphor Bronze , Thickness=0.30mm
Finish : (a ) Contact Area : 30u" Gold
(b)) Solder tail Area : 100u" min. Tin
( ¢ ) Underplating : 50~100u" Nickel over all
RJ Input Terminal : Brass , Thickness=0.35mm
Finish : 100u" min. Tin over 50~100u" min. Nickel
Case Terminal : Brass, Thickness = 0.35mm
Finish : 100u" min. Tin over 50~100u" min, Nickel
Link Terminal : Brass , Thickness=0.20mm
Finish : 100u" min. Tin over 50~100u" min. Nicke
Led Terminal : Brass, Thickness = 0.35mm
Finsih : Tin over 50~100u" min. Nickell
1.2 Plastic Parts :
Housing : High Thermoplastic, PBT, Black,
UL FILE No. : E59481
Grade : PBT-4830
Flame Class : UL94 V-0

ansparent
UL FILE No. : E45587
1.7 Shell Parts :
Front Shell : Stainless, Thickness=0.20mm
Back Shell : Stainless, Thickness=0.20mm
Grounding Leg : Pre-soldering
1.8 LED Lamp
Lens Color : Water Clear
Emitted Color : Green, Yellow
Peak wave Length : Green 574 nm ; Yellow 588nm
Power Dissipation : 75mW Max
Forward Current : 30mA Max (IF=20mA typical)
Forward Voltage : 2.2V Typical
Reverse Current: 10uAMax @ 5V
2. Operating and Storage Temperature
Operating Temperature : 0°C TO +70°C
Storage Temperature : -40°C TO +85°C
3. RJ45 specifications:
Insulation Resistance: 500M ohms Min
Dielectric Withstanding Voltage: 1000VAC Min
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